eriFire Equipment Listing Certificate
Number 630.1 (revision 1) (2 pages)

On the basis of information supplied in the Application for Listing of Equipment, and subject
to satisfactory field performance, VeriFire, as a Sprinkler System Certifier, considers that the
following equipment meets the appropriate requirements of NZS 4541:2003, NZS
4514:2007, NZS 4515:2003 and NZS 4515:2009.

Aquatherm Firestop Polypropylene Pipe and Fittings
Manufacturer: AQquatherm GmbH Supplier: Aquatherm (NZ) Ltd

Model: Firestop (fusiolen PP-R (80) FS) Pipe and fittings - 25mm to 125mm O.D.

Reference information: Aquatherm Technical Instruction firestop (issue 2//23-11-2006).
LPCB listing certificate 684a (14/2/06).
VdS listing certificate G 4050042 (9/8/05).
SAl Standardsmark License SMKP20464 (28/7/05).

Range Limitations: Maximum working pressure 1200 kPa.
Ambient temperature range 4°C to 50 °C.

Restrictions and warnings:

1. For use in wet pipe systems only. Not for use with anti-freeze or other additives
unless specifically approved by VeriFire.

2. Use is restricted to systems protecting certain occupancies and fire loads. See
special conditions on page 2 for specific limitations. Where doubt exists concerning
the use of this pipe in a particular occupancy obtain VeriFires approval at the design
stage.

Pipe is specified by OD. See special conditions on page 2 for details of hydraulic
calculations based on ID dimensions.

. Installation must be by Aquatherm trained and certified installers and shall comply
with Aquatherm Technical instruction firestop 2//23-11-2006 and the Fusiotherm pipe
systems installer manual.

Special conditions: See page 2
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Issue Date: 24 March 2010

Notes: Listed equipment is subject to annual review and re-listing requirements. Contact VeriFire where doubt
exists as to the listing status of equipment. This certificate remains the property of VeriFire Limited. ©
Copyright.







